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SECTION J 

 
JACK - BOX-TY G15 B 
 
 
NSN 5935-00-552-6790 
 
 
WT. 1.8 lbs.  VOL. 121.5 in3 
 
 
DESCRIPTION: .  Sound powered telephone jack box used for emergency communications.  Brass, 
submersible. 
 
USE:  Used in emergency sound powered communications with headsets. 
 
USE TIP:  Store with caps attached to keep connection points clean and dry. 
 
REF: NAVSHIPS Drawing No. 9000-S6501-74210.  Emergency Communications Kit. 
 
  
 
JACK - HYDRAULIC 
10 TON CAPACITY 
 
NSN 5120-00-293-0076 
 
WT.   44.0 lbs.  VOL.  861.0 in.3 
 
 
 
DESCRIPTION: Hand-operated hydraulic jack with solid plunger for lifting and lowering loads. Rated 
capacity is 10 tons.   Remote control type.  Cylinder and ram connected to pump.  12-1/2 to 18 inch 
rise. 
 
USE:  Used in damage control rigging in salvage operations to support ships structure in shoring 
operations and restoring equipment to its original position.   For CV and CVN use only. 
 
USE TIP:   For CVN only. 
 
REF:    AEL 2-8800044210-211 
 
  

 

 



 J-2 

 
JACK - SCREW HAND 12 TON 
(12-1/2" TO 18" RISE) 
 
NSN 5120-00-224-7522 
 
WT. 20.0 lbs.  VOL. 405.0 in3 
 
 
DESCRIPTION:  Hand operated screw jack, rated  
capacity is 12 tons. 
 
USE:  Provided on aircraft carriers and used for heavy lift work on flight deck and in hangar bay 
casualties, salvage operations and to support ship's structure as required in shoring operations.   
 
USE TIP:   For use on CVN only. 
 
 
REF:   Damage Control Repair Station Tools X Equipment (DCRS). 
 
  
 
JACK - TELEPHONE 
1 EACH TELEPHONE LINE 
 
NSN 5935-00-254-9287 
 
WT. 4.0 oz  VOL. 0.5 in3 
 
 
DESCRIPTION:  Jack for telephone. 
 
USE:  Emergency equipment for use with headsets.  Consists of jack boxes, reel with 200’ of cable and 
one telephone plug and one telephone jack on each end.  
 
USE TIP: Use during emergency communication operations. 
 
REF: NAVSEA Drawing No. 56505-74211.   Emergency Communications Kit. 
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JACK - TELEPHONE 
 
 
NSN 5935-00-258-8947 
 
WT. 0.3 lbs.  VOL. 13.5 in3 
 
 
 
DESCRIPTION:  Consists of jack boxes and reel with 200 feet of cable and one telephone plug and 
one telephone jack on each end. 
 
USE:  Emergency equipment for use with headsets. 
 
USE TIP: Use during emergency communication operations. 
 
REF:   Emergency Communications Kit. 
 
  
 
JACKET - WELDERS 
 
1H 0000-LL-CQA-2505 (SELECT SIZE) 
NSN 8415-00-268-8262 SIZE SML 
NSN 8415-00-268-8263 SIZE 38 
NSN 8415-00-268-8264 SIZE LRG 
NSN 8415-00-268-8265 SIZE XLRG 
NSN 8415-01-088-4933 SIZE 50 
 
WT. 5.0 lbs.  VOL. 1,296.0 in3 (AVG) 
 
DESCRIPTION:   Leather, long sleeve, eight snap fastener front, shirt type collar, lower left patch 
pocket with snap. 
 
USE: Provides protection to the arms, torso, and upper legs during welding operations.   
 
USE TIP:  Store by hanging in dry space.  Not intended for direct contact with flame or arc. 
 
REF:   Welding Equipment Kit. 
  
 

 


